TRD Series Remote Reading Dial Thermometer

® Features:
* An economical thermometer
for remote reading applications
* Stainless steel case
* Gas-filled type
*Panel mounted
* Dual scale (°F&°C)
*ASME B40.200 compliant
* 5 year warranty

® Back Conn.

® Applications:
* Freezers, walk-in refrigeration units, @® Bottom Conn.
food storage cabinets, heating and ventilation.
Widely specified in the HVAC,
commercial and mechanical industrial segments

® TRD Series Product Code

: 1/2"NPT 1/2" NPT
Bottom Connection with Back Flange Back Connection with Front Flange

Capillary Length 1.5m

RIL151F | R1L21F | R1L31F | R1L51F | R1B151F | R1B21F | R1B31F | R1B51F
PR ZOE®l R1L152F | R1L22F | R1L32F | R1L52F | R1B152F | R1B22F | R1B32F | R1BS2F
AEPOREEEENEDE® R1L153F | R1L23F | R1L33F | R1L53F | R1B153F | R1B23F | R1B33F | R1B53F

30/150°F & 0/65°C R1L154F | R1L24F | RIL34F | R1L54F | R1B154F | R1B24F | R1B34F | R1B54F
EEEEEEIN R1L155F | R1L25F | RIL35F | R1LS55F | R1B155F | R1B25F | R1B35F | R1BS55F
FPZ ARSI R1L156F | R1L26F | R1L36F | R1LS6F | R1B156F | R1B26F | R1B36F | R1BS6F
FPFINEENECE R1L157F | R1L27F | RIL37F | R1L57F | R1B157F | R1B27F | R1B37F | R1B57F
CUEHEWATEENC R1L158F | R1L28F | R1L38F | R1LS58F | R1B158F | R1B28F | R1B38F | R1BS8F
(FZO NP IIPOERS R1L159F | R1L29F | R1L39F | R1L59F | R1B159F | R1B29F | R1B39F | R1BSOF
(EO R TPEIE R1L1510F | R1L210F | R1L310F | R1L510F | R1B1510F | R1B210F | R1B310F | R1B510F
(I EEPEIRIEES R1L1511F | R1L211F | R1L311F | R1LS11F | R1B1511F | R1B211F | R1B311F | R1B511F
(AR THEPEERTES R1L1512F | R1L212F | R1L312F | R1L512F | R1B1512F | R1B212F | R1B312F | R1B512F
R1L1513F | R1L213F | R1L313F | R1L513F | R1B1513F | R1B213F | R1B313F | R1B513F

T Stsomm)

Connection 1/2"NPT 1/2" NPT
Bottom Connection with Back Flange Back Connection with Front Flange

R2L151F | R2L21F | R2L31F | R2L51F | R2B151F | R2B21F | R2B31F | R2B51F
AN EIN] R2L152F | R2L22F | R2L32F | R2L52F | R2B152F | R2B22F | R2B32F | R2BS52F
RPN JEN® R2L153F | R2L23F | R2L33F | R2L53F | R2B153F | R2B23F | R2B33F | R2B53F

30/150°F & 0/65°C R2L154F | R2L24F | R2L34F | R2LS4F | R2B154F | R2B24F | R2B34F | R2BS4F
UEECNCSPEINCI R2L155F | R2L25F | R2L3SF | R2LS5F | R2B155F | R2B25F | R2B35F | R2BSSF
CPZINE MR R2L156F | R2L26F | R2L36F | R2LS6F | R2B156F | R2B26F | R2B36F | R2BS6F
APPSO R2L157F | R2L27F | R2L37F | R2LS7F | R2B157F | R2B27F | R2B37F | R2BS7F
EUEHEWITEE R R2L158F | R2L28F | R2L38F | R2LS8F | R2B158F | R2B28F | R2B38F | R2BSSF
NP R2L159F | R2L29F | R2L39F | R2L5OF | R2B159F | R2B29F | R2B39F | R2BSOF
VETHEEIIFEES R2L1510F | R2L210F | R2L310F | R2L510F | R2B1510F | R2B210F | R2B310F | R2B510F
EHECRFEEEN R2L1511F | R2L211F | R2L311F | R2L511F | R2B1511F | R2B211F | R2B311F | R2BS11F
UACITHANEEES R2L1512F | R2L212F | R2L312F | R2L512F | R2B1512F | R2B212F | R2B312F | R2BS12F
CEPIIREEEERS R2L1513F | R2L213F | R2L313F | R2L513F | R2B1513F | R2B213F | R2B313F | R2B513F

® Otherranges and stem lengths are available, and dual scales C&F or single scale °C available.
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Remote Reading Dial Thermometer

TRD Series

Specifications

4"(100mm), 6"(150mm). Aluminum, painted white with black markings
Case Stainless steel case with flange
Glass

Aluminum, painted black
Argon-arc

Capillary Stainless steel 1.5m, 2m, 3m, 4m, 5m, 6m, 10m etc.
Protective Spring Stainless steel

Stainless steel, $10mm or $12mm
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Operating Temperature Recommended maximum 75% of full scale value

+1.5% of full scale
P52

Accuracy

Enclosure Rating

® Back Connection with Front Flange

4.882" | 5.512° | 0.157" | 0.591°

- B1 -
C
B - 4.370"
=9 (111mm) | (100mwm) | (42wm) | (17mm) | (4mm)
‘ 6.330" | 5.886" | 1.989" | 0.660" | 0.157"
SL (161mm):

212x100

210x160
(124n) | (140m) | (4.50m) | (15mm) | o/ 0ns o0
Capillary
L=1.5m, 2m, 3m, 5m .. 470" | 7.650° | 0.217* | 0.501" g}ﬁi:g
el 172.5am) | (194.30a) | (5.5am) | (15am) | Z 1% 0
\SW 22
0.866

S - ;
,_827.: 4.370
T'.' (111mm) (100mm) | (37mm) | (17mm) (4am)
6.339" | 5.866" | 1.989" | 0.689" | 0.157"
(161mm)
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a T
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SW 22
Capillary ——
L=1.5m, 2m, 3m, 5m ... ~.SW 24
0.945" 5.512" | 0.157" | 1.378" g}:::g
NPT (140mm) | (4.5mm) | (S5mm) 310%200
- 12x100
7.600" | 0.27 | 1.378" | 25T
(194.3m) | (5.50m) | (35em) | STO*ON
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